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LOCKING EDGE RAIL

ANCHOR P
(124 Required)

The inside of the locking edge rail groove shall be free of weld residue.

Notes:

The strip seal shall be made continuous and shall have a minimum thickness
of 4. The configuration of the strip seal shall match the configuration of the
Locking Edge Rails.

The height and thickness of the Locking Edge Rails shown are minimum
dimensions. The actual configuration of the Locking Edge Rails and matching
strip seal may vary from manufacturer to manufacturer. Flanged edge rails will
not be allowed.  Locking Edge Rails may be spliced at slope discontinuities
and stage construction joints.

The manufacturer’s recommended installation methods shall be followed.

Joint openings shail be adjusted according to Article 503.10(c) of the
Standard Specifications when the blockouts are poured af an ambient
temperature other than 50° F.

Bituminous Concrete Surface Course
and Waterproofing Membrane System

* 3% x 8 studs
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at 2°-0" ofs.

769 holes at 4’-0" cts. for 3’9
All bolts shall be burned, sawed,
or chipped off fiush with the plates
after forms are removed, typ.

bolts.
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Precast Prestressed
Concrete Deck Beams
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Anchor plate.
Place plates af 1'-07 cfs.
(alt. with top horizontal studs)
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See Sheefs 11 and 13 of 15 for

Precast Conc. Appr. Beam

or Approach Pavement. Fre-
cast Approach Beam is shown,
See Roadway Plans for
Approach Roadway Detdils.

Removal and Replacement Details
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SECTION THRU ABUTMENT

* Granular or solid flux Tilled headed studs
conforming to Article 1006.32 of the Std.
Specs., automatically end welded.

(186 Required).
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SHEET NO. 1@

15 SHEETS

BILL OF MATERIAL

Item Unit Total
Preformed Joint
Strip Seal Foot 62
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